North America's Leader in Hazardous Material Information Management

1905 Aston Avenue, Carlsbad, CA 92008
Phone (800) 451-8346 Fax (760) 602-8888

MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Witco Corporation
Product Name: Lubrimatic 11350 (DISCONTINUED)
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LubriMatie 11350 PAGE 1
Product Code: 11350
Fire

KNFPA HAZARD RATING

4 ~ Extreme
3 ~ High L
2 ~ Moderate Health Reagtivity
1 - 8light
0 - Insignificant
Special

DIVISION AND LOCATION---SECTION I

Division: LUBRIMATIC

Location: OLATHE

1400 S§. HARRISON,OLATHE,KS,66061
Emergency Telephone Number: (913} 782~-5800
Transportation Emergency:  CHENTREC 1-(800) 424-9300 (U.S. and Canada)

CHEMICAY, AND PHYSICAL PROPERTIES---SECTION II

enic ame:
petroleum hydrocarbon plus additives
Formula: not applicable
Hazardous Decomposition Products:

carbon monoxide and carbon dioxide from burning.

zine oxide

oxides of sulfur

sulfur dioxide or hydrogen sulfide, depanding upon decomposition conditions
oxides of harium

Incompatibility (Keep away from):

strong oxidizers such as hydrogen peroxide, bromine, and chromic acid.

oxic d Hazardous edients:?
none
Form: szemi-golid Odor: mineral oil
Ce: grease Color: off-white

§EE§1£;C grgzi;x (water=1}: @ room temperatuze .93
ol oint: no data available

Melting Pg;h ! not appli.cahle

golubility in Eg er (by weight $%): negligible at 25°C

Volatile e t ! not applicakle

Evaporation Rate: not applicable

Vapor Pregsure (mm Hg at 20°C): not applicable
Vapoer Density (air=1): not applicable

pH {as is): not applicable

Stability! Product is etable under normal conditions
Viscesi 5 at °F: Greater than or = to 100

{Continued on next page)
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LubriMatic 11350 PAGE 2

Product Code: 11350

FIRE AND EXPLOSION DATA---SECTION III

Special Fire Fighting Procedures:

Dange smoke. Fire fighters should wear an approved self-contained breathing
apparatus.
Do not use water except as fog
Unusual Fire and Explosion Hazards:
dense smoke.
Flashpoint: (Method Used) Cleveland open cup greater than 150°C (374°F)
le limits %: no data available
Extinguishing adgents:
Drychemical or Waterfog or €Dz or Foam or Sand/Barth
Water may cause frothing.
Claged containers exposed to fire may be cooled with water.

HEALTH HAZARD DATA---SECTION IV

Permissible concentrations (air):

not applicable

Chronic effects of overexposure:

None when used with good personal hygiene practices. May otherwise cause skin and

eye irritation upon prolonged or repeated contact.

Acute toxicelogical properties:

nc data available

Em ency First Aid Procedures:
Eyes: Immediately £lush with large gquantities of water for at least 15
minutes and call 3 physician.

Skin_Contact: Remove excess with cloth or paper and wash area thoroughly with
goap and water. For high pressure injection under the gkin see
a physician immediately-
Inhalation: Remove exposed person to fresh air if discomfort is experienced
while handling hot product.
If Swallowed: contact a physician immediately.
ADVICE TO PHYSICIANS:
High velocity injection under the skin may result in seriocus injury. If left
untreated the affected area is sukject to infection, disfigurement, lack of blood
circulation and may require amputation. When dispensed by high pressure
equipment this material can easily penetrate the skin and leave a bloodless
punctuzre wound. Material injected into a finger can be deposited into the palm
of the hand. Within 24-48 hours the patient may experience swelling,
discoloration, and throbking pain in the affected area. Immediate treatment by
a surgical specialist is recommended.

{Continued on next page)
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LubriMatic 11350 PAGE 3
rodu et 11380

= —— A e e e = Tm———
SPECIAL PROTECTION INFORMATION=--SECTION V
E L T et TR L = Ty e o —em—
Ventjilation R ir gal, mechanical,speci :

asne
Respiratory Protection {Specify type):

noane
Protective Gloves:

none
Eve Protection:

chemical safety geggles and, if handled hot, full face shield
other Protective Eguipment:

nons
L e o — ===i=:====='”-—n—===——==—_“======__-_
HANDLING OF SPILLS OR LEAKS—--=SECTION VI

L — Ao ramss e ammeme e = — e e —— e

P edu for Clean=Up:

Tranafer bulk of mixture into ancther centainer. Absorb reeidue with an inert
material euch as earth, sand, or vermiculite. Sweep up and dispoge as solid waste
in accordance with local, gtate, and federal regulationa.

Waste Disposal:
Diapoge of in acgordance with all applicable federal, state and local
regulations.

e —— S iR = = ==im =T e A e PR R o T e,

SPECIAL PRECAUTIONS-ﬁ-SECTION Vi1

=== o ——— I — —— =
recautions to be taken in ling _and stora
Keep container elosed until ready for usge.

pre

B —_e —— el . i S T i Y IR e o i e ) T I e ey
TRANSPORTATION DATA=---SECTION VIIT

== i L et 1L e e e S e T e e e Ty e e e
D.O.T.! Not Regulated

Reportable Quantity: not applicable

Frejght Classjfication: Petroleum Lubricating Grease

aci Ty rtation tes:
not applicable

L et e e ] —— T o e i T O O T —— S
ENVIRONMENTAL/SAFETY REGULATIONS---SECTION IX
S e o e =
Secti 3 itle S and Amen d_Re orization Act
This product containg the following toxic chemical category(iss) subject to the
reporting requirements of Section 313 of Title III of the Superfund Amendments
and Reauthorization Aet of 1986 and 40 CFR Part 372 (maximum percent by weight is
alse provided):
Zinc compound, maximum & is 1,2%,
Barium compound, maximuym % is 2.B%,

(Continued oh next page)
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LubriMatic 11350 PRAGE 4
Product Co@e: 11350

COMMENTS

KREP OUT OF REACH OF CHILDREN!!!

Liiid STATE RIGHT TO KNOW INFORMATION hahaladed

New Jezsey ~ petroleum oil(grease)
contains: ¢.A.$. # 1314-98-3 zinc sulfide
C.A.S. # 7727-43-7 eulfuric acid, barium salt

Penn. - formula trade secret

Prepared by: RAY D LAWSON
Title: MeR., TECH. COMPLIANCE

original Date: Sent. to:
Revision Date: 02/23/95
Supersedes : 07/19/91
Date Sept :

We believe the statements, technical information and zec dations contained herein
are reliable, but they are given without wayranty or guarantee of any kind, express
or implied, and we assume no responeibility for any loss, damage, or expense, direct
or congequeatial, arising out of their use.




